Offered as a new addition to the Sony PVM-L 
series, the PVM-9L3 is an affordabie 9-inch 
(8” viewabie area, measured diagonaiiy) monitor 
incorporating a Sony HR Trinitron® CRT. 

With its compact design, exceiient picture 
performance, fuii range of operationai functions, 
and high ievei of portabiiity, the PVM-9L3 is 
designed to meet the demands of high-grade 
picture monitoring in a variety of program- 
production appiications. 


Sony's PVM 9L3 
Professional Video Monitor 


Key Features 

• Utilizes Trinitron CRT technology for clear and 
precise images 

• Features 450 TV Lines Resolution 

• Wide variety of optional input adaptors: SDI, 
SDTI-CP, DV, and analog component 

• Standard inputs for Y/C and composite signals 

• Equipped with a digital comb filter that enhances 
luminance!chrominance separation used to 
reduce cross-color interference and color noise 

• NTSC/PAL operation with automatic detection 

• 4:3116:9 capable 

• Switchable color temperature 

• Blue only mode, underscan 

• DC operation capability, carrying handle and 
optional ENG kit for field operation 

• Easily rackmounted with optional mounting 
brackets 

• Worldwide power supply 


Key Applications 

• Broadcast and Production 

• Field or Studio 



Key Competitors and Pricing 

N/A 


For further information about the PVM 9L3, please contact your Sony Account Manager. 
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